
 …EXCELLENCE IN FLUID POWER AND CONTROL EARTHMOVING CRANE VALVE  

For more information on the complete range of  
Hyteco manifolds, call the Hyteco Sales Line  

 

Tel: +61 7 38813312        Fax: + 61 7 38813314  
sales@hyteco.com.au    www.hyteco.com.au  
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Input Pressure (Max):  350 bar 
Rated Flow:     up to 350 l/min 
Main Ports:     SAE 1” C61 or C62 
Pilot Port:     1/4” BSPP 
Body:       Steel Electroless Nickel plated 
Approx. Mass:    7.0 kg 

 
PORTING SIZES:  08-½”,12- ¾”, 16-1”  & 
 20- 1 ¼”  C61 OR C62 
MOUNTING: INLINE & END CAP  

Typical HECV16 Layout 

Typical HECV16 Circuit 
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·   Are you using mobile plant equipment as a crane? 

·   Increase safety by installing HECV for hose burst!  

 

The HYTECO EARTHMOVING CRANE VALVE (HECV) is an eas ily installed manifold 
assembly for excavators, backhoes or loaders that p rovides hose burst protection when 
fitted to boom & dipper arm cylinders.   
 
Models are available in various ported, size and mo unting configurations allowing direct 
cylinder mounting or can be piped inline. We also o ffer onsite installation. 
 
The importance of incorporating these types of valv es can be referenced to AS1418.8 
Cranes, hoists and winches – Special purpose appliances (also see ISO 8643) 
 
These units have been designed for high reliability  and are fully serviceable.  As with all 
our Standard Products, these manifolds provide the industry benchmark with the best in 
design, innovation and product quality. 
 


